CTA-100

Strain Amplifier

| FEATURES

Need not additional amplifier
Surge protection

Varios output(0~5V, 1~5V, 0~10V, 0~20mA, 4~20mA, 0~40mA)

Relay output

I SPECIFICATIONS

ltem
OUTPUT
DISPLAY QUTPUT
POWER
ANALOG SIGNAL INPUT

INPUT IMPEDENCE

EXCITATION for TRANSDUCER

ZERO BALANCE

SPAN BALANCE

NON-LINEARITY

ACCURACY

OPERATING TEMPERATURE, HUMIDITY
LOAD RESISTANCE

OPTION

I DIMENSIONS

175

114

FRONT SIDE

69

109

REAR INSERT PANEL SIZE
Description
0~5 V, 1~5V, 0~10 V, 4~20 mA, 0~20 mA, 0~40 mA
+10.00 V
+24 'V

1.2, 2.0, 3.0 mV/V (0.5~4.0 mV/V DIP)
56 mV /12 V. 70 mV/V (for microcell)
< 10MQ

5vV/10V

+ 30 % R.0O.

+ 10 % R.0.

+ (.02 % F.S.

+0.02% F.S.

-20~+80Cc, = 85% R.H.

= 1.7KQ

Low, High 2 relay
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